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Druckminderer
DM-H2 
Druckminderung für nichtbrennbare Gase 

P R O D U K T I N F O R M AT I O N

EINSATZBEREICH

N2 Hochdruck-Inertisierungsanlagen



Weitere Informationen auf Anfrage!
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Druckminderer
DM-H2

TECHNISCHE DATEN

Der Druckminderer DM-H2 reduziert den max. Vordruck von 300 bar auf einen Hinterdruck von max. 20 bar. Er ist ein einstufiger, mem-
brangesteuerter Druckminderer mit Vordruckausgleich. Durch spezielle Kolbenausführung ist eine große Druckkonstanz 
gesichert.

Druckminderer DM-H2

❏	 Einsatz bei nicht brennbaren Gasen
❏	 Integrierte Schmutzfilter und Manometer
❏	 Konzipiert nach DIN EN738-2 und BAM geprüft für Sauerstoff
❏	 Einstufiger, membrangesteuerter Druckminderer mit Vordruckausgleich
❏		Große Druckkonstanz gesichert
❏		Abblaseventil zur Ableitung von Überdruck

Werkstoffe
Gehäuse: Messing 
Temperaturbereich 
-20°C bis +60°C
Einstellbereich
0,5 – 20 bar 
Vordruck
max. 300 bar
maximal zulässiger Hinterdruck
20 bar
Eingang / Ausgang:
Muffenanschluss G3/4" / G3/4"

BESTELLNUMMERN 

Druckminderer DM-H2 0,5 – 20 bar R002728

Reparatursatz für DM-H2  R002873 
 

0 5 10 15 20 25 30 35 40

400
350
300
250
200
150
100
50
0

A r b e i t s d r u c k  ( b a r )

D u rc h f l u s s l e i s t u n g  D M - H 2  Vo l u m e n s t ro m  ( Q )  b e i  Vo rd r u c k =  2 x  P 2 + 1  ( m 3/ h )

(m
3 /

h)
Vo

lu
m

en
st

ro
m

192

~ 
98

~ 180
Ø 125

Maße in mm-Angabe

~ 
29

5

~ 
70

~ 
14

5



 GmbH, Industriepark 17, 56593 Horhausen · Germany, Tel.: +49 2687 92626-0, www.robecco.de
Page 3 von 4  D/EN

Pressure reducer
DM-H2 
Pressure reduction for non-flammable gases 

P R O D U C T  I N F O R M AT I O N

OPERATIONAL AREA

N2 High-pressure inerting systems



Further information on request
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Pressure reducer
DM-H2

TECHNICAL DATA

The pressure reducer DM-H2 reduces the max. inlet pressure of 300 bar to a maximum outlet pressure of 20 bar. 
It is a single-stage, diaphragm-controlled pressure reducer with inlet pressure compensation. 
The special piston design ensures a high pressure constancy. 

Pressure reducer DM-H2

❏	 Use with non-flammable gases
❏	 Integrated dirt filter and pressure gauge
❏	 Designed according to DIN EN738-2 and BAM tested for oxygen
❏	 Single-stage, diaphragm-controlled pressure reducer with inlet pressure compensation
❏		Large pressure constancy ensured
❏		Blow-off valve for discharging excess pressure

Material
Body: Brass 
Temperature range
-20°C up to +60°C
Adjustment range
0,5 – 20 bar 
Inlet pressure
max. 300 bar
Maximum permissible outlet pressure
20 bar
Input / Output:
SP female connection G3/4" / G3/4"

ORDER NUMBERS

Pressure reducer DM-H2 0,5 – 20 bar R002728

Repairing set for DM-H2  R002873 
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